
DIVISION 11 – WORK ZONE TRAFFIC CONTROL 

11 10 00 GENERAL PROVISIONS 

A. All work in this Division shall be completed in accordance with the provisions of Division 11 of the North 
Carolina Department of Transportation Standard Specifications for Roads and Structures 2006 Edition 
(hereinafter referred to as Standard Specifications) except as amended or supplemented herein. 

11 20 00 SPECIAL PROVISIONS-NCDOT 

01. CHANGEABLE MESSAGE SIGNS 

(11-21-06) SP11 R 11 
Revise the 2006 Standard Specifications as follows: 

Page 11-9, Article 1120-3, Replace the 3rd sentence with the following: 

Sign operator will adjust flash rate so that no more than two messages will be displayed and be legible to a driver 
when approaching the sign at the posted speed.  

11 30 00 SPECIAL PROVISIONS-ADDITIONAL 

01. ROAD CLOSURES, NOTICE AND MAINTENANCE OF TRAFFIC  

A. Temporary Road closures proposed by the Contractor must be approved by the Engineer in advance. 
Approved Road closures will be set up and maintained by the contractor. Any detours required by the 
temporary closure will set up and maintained by the Owner.  Contractor shall coordinate all road closures 
and detours with the Owner at least 72 hours in advance of closure. 

B. Where construction operations are to take place under traffic, the Contractor shall maintain at least one lane 
of traffic at all times and shall provide serviceable access to all business and dwelling units in the project 
area. The Contractor shall provide such flagmen as are necessary to temporarily control traffic in the project 
area and is solely responsible for erection and maintenance of traffic control devices and barricades.  All 
traffic control shall be in accordance with the MUTCD.  

C. Where construction operations will impact parking on public ROW, Contractor shall notify area residents and 
business of need to move vehicles by door hanger.  Notice of work must be provided at least 24 hours in 
advance of starting operations and shall include a contact number for the Contractor.  Any vehicles 
remaining on the street or public ROW after proper notification will be towed by the Owner. 

D. Where roadway closures have been approved by the City, Contractor shall provide notice of temporary road 
closures local residents and business by door hangar at least 48 hours in advance.  Contractor shall make 
individual contact with impacted businesses to coordinate maintenance of access when temporary closures 
will exceed 24 hours.  Reasonable access shall be provided for local residents and business throughout the 
closure period. 

E. Access to driveways may be restricted until concrete has achieved sufficient strength to support the 
anticipated traffic load.  However, Contractor must maintain reasonable access to the property.  Contractor 
shall notify residents and business of restricted driveway access at least 24 hours in advance. 

F. Measurement and Payment 

1. Traffic Control will be measured and paid for as a lump sum for the project. Such price and payment will 
be full compensation for all materials labor, equipment, tools and incidentals necessary to maintain 
adequate traffic control for the entire project in accordance with the Traffic Control Plan and/or MUTCD.  

2. Payment will be made under: 

Pay Item Pay Unit 
Traffic Control Lump Sum 
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